
Herschel Easy-fix mounting system

Preparation
The centre of the mounting bracket will be the centre point of the panel when mounted (note, the mounting fixings on the rear of 
the panel are offset, so measure from the centre of the panel to the edge of the panel to determine the mounting position).
For vertical (portrait) mounting position “A” will be the top of the mounting bracket.
For horizontal (landscape) mounting position “B” will be the top of the mounting bracket.

Step 1
Use a spirit level to ensure the bracket is level and mark the
position for drilling in each of the small holes in the four
corners of the mounting bracket (see fig 1 & fig 2).

Step 2
Drill holes using a 8mm drill. Insert the supplied rawl plugs (see fig 3).
If mounting on to a cavity wall or ceiling you will need appropriate fixings (not supplied).

Step 3
Screw the mounting bracket to the wall using the supplied screws (see fig 4).

Step 4
Fit the panel to the wall by locating all four mounting fixings on the rear of the panel into
the wide openings on the mounting bracket.
Once in position the panel should be moved to the right and then down and to the right
again to its secure position (portrait mounting) or down, then left and then down again
(landscape mounting) (see fig 5 & fig 6).

Step 5
The panel will be properly in place when there is no further left or right movement.
Note: If mounting to a ceiling it is extremely important that the panel is locked in the secure
position.
Plug in the panel ensuring that the lead is free from any obstruction from the panel.

Removal
Herschel Easy-fix is designed to be secure and to avoid accidental demounting or tampering
of the panel. To demount the panel, move the panel to the left, then up and over to the left
again (portrait mounting) or up, then to the right and then up again (landscape mounting).
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Fig 6.Assembly Kit
The assembly kit consists of:
1x mounting bracket
4x screws
4x rawl plugs


